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This review is about a solution to an issue many may not have in our conscious mind; but, 
at some point in time, most have nearly experienced; with an unfortunate few having fully 
experienced – the jiffy stand on our HD Touring bike not fully extending, not engaging the 
locking mechanism and ultimately retracting as the weight of the bike is leaned over. 
 

The bike ends up on its side.  While generally no damage (except maybe an ego); it is still 
a pain (sometimes literally) to get the bike upright and properly onto the stand. 
 

The ‘Kicker’ Kickstand Upgrade Kit (Product #KS101) is currently available to fit 2009-2015 
Touring bikes, with plans to expand the line to other years and models in the future.  The 
kit consists of just three components – a one piece, high tension spring; a spring relocation 
bracket and bolt that relocates the connection point of the frame side of the spring; and a 
nylon alignment locator assembly. 
 

A lot of thought and engineering went into this kit, right 
down to the packaging (pictured at left - three layers of 
foam, each with custom cutouts, nestling the respective piece for no-rattle shipping). 
 

The one piece spring in the kit replaces the three piece stock spring.  The new spring is a 
stronger spring, in-and-of-itself.  The spring relocation bracket moves the forward 
connection point of the spring a bit lower and a bit further forward from the stock 
connection point on the jiffy stand bracket.  In combination, the spring and bracket create 
a much stronger pulling force on the jiffy stand leg when the stand is extended.   
 

The first notice of this will be as you start to extend the stand.  With the stock configuration, 
it is nearly a requirement to extend the leg fully forward manually.  If you’re like most, even after the leg is down, you place 
your toe against the foot of the stand to make sure it’s fully forward as you lean the bike over to fully engage the stand.  With 
the Kicker installed, about the time you get the stand halfway down, the stronger force of the new spring will take the leg 
away from your foot.  With a confident ‘clang’, as the leg stop finds its home at the locking mechanism, the new spring and 
bracket have placed the stand where it needs to be so you can lean the bike’s weight over onto the stand without any worry 
of the stand not properly engaging in the locked position. 
 

For those that haven’t taken an up close and personal look at the jiffy stand mechanism; if you do, it becomes apparent why 
mechanics in the shop will slide bikes around while the bike is leaned over onto the stand without a care in the world.  When 

properly engaged (i.e. stand fully extended and the bike 
leaned over with its full weight on the stand) there is no 
way in hell the stand is going to fold up, no matter if 
pushing forward or back.  The leg stop has a cam 
opening that is bolted to the mated top of the jiffy stand 
leg.  The bolt holds the stop in place on top of the leg, 
while also holding the leg itself in place.  The stop 
engages the side of a ‘chute’ for positioning (the chute is 
part of the jiffy stand bracket that is bolted to the frame of 
the bike), then slides into the chute.  When fully engaged 
in the chute, the rather beefy stop prevents the leg from 
moving in either direction. 

 

                       Stand Up           The ‘Chute’              Stand Down 
 
The final component to the kit is the alignment locator - a 
nylon cap, with a spring loaded arm that has a rounded 
triangular head.  When the stand is full extended, the arm 
and triangular head positions itself in the ‘chute’ of the 
stand’s locking mechanism.  This piece assists the spring 
loaded tension of the stop against the chute in directing 
the stop properly into the chute to lock the stand.  Kinda 
like wearing suspenders with your belted pants – not 
really necessary, but a good ‘just-in-case’. 
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Below is a picture of an exploded view of the jiffy stand assembly showing placement of the kit parts: 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Installation is straight forward.  Since you will be removing the jiffy stand bracket, the bike needs to be properly supported 
on a bike jack or other suitable device.  A couple of bolts removes the left side footboard.  Take out the leg bolt and remove 
the leg stop.  This allows the leg to move forward past the normal stopping point to take pressure off the spring so the spring 
can be removed.  Two more bolts and the jiffy stand bracket comes off.  The spring relocation bracket fits over the jiffy stand 
bracket such that the bolt in the kit goes thru the relocation bracket, thru the hole that was previously the mounting hole for 
the bike side of the stock spring.  The larger hole of the relocation bracket lines up over one of the jiffy stand bracket 
mounting holes, ensuring a secure installation.  Reinstall the jiffy stand bracket, install the new spring, reinstall the leg stop 
with the alignment locator, test the full movement of the kickstand and you are ready to go. 
 
Detailed, illustrated instructions are included with the kit.  The manufacturer has a note on the instructions recommending 
“professional installation at your local dealer”.  Pretty sure this is to keep the lawyers at ease.  I found the installation to be 
quite easy using basic tools and about an hour; many would probably take less time to complete. 
 
I typically use my center stand for parking when the conditions are right.  When the conditions are not favorable for the 
center stand, I want to make absolutely sure the jiffy stand is engaged – with the ‘Kicker’ it is no longer a concern.  The 
clang of the leg stop against the chute as the high tension spring extends the stand tells me the stand is in the correct 
position - every time.  Always proud to say this – it’s Made in the USA. 
 
The ‘Kicker’ is an economical, peace of mind device highly recommended by this reviewer.  Contact information: 
 
Bob Jensen 
No-Toil Industries 
PO Box 3070 
Yuba City, CA 95992 
Phone: 877-668-6451 
bob@notoil.com 
 
http://www.kicker.notoil.com/ 


