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You all know the joke – “When you get to the bike rally, look for me – I’ll be the guy with a black leather vest 
and a beard”.  Well pegleg and bogie are two bikers with beards.  One of those things that can get annoying on 
a ride – your beard catches in the wind turbulence behind your fairing or windshield, blows forward or in to your 
mouth or both; and possibly worse, you get off the bike with your beard pushed completely forward, like it’s 
trying to point the way. 
 
Searching for wind deflectors for this specific issue is difficult at best.  Literally stumbled across the “Ultra Wind 
Blocker” (UWB) by Baker Built (http://www.bakerbuilt.com/bbairwings/page126.html).  Their claim “Stops at 
least 75% of wind that comes through area between Ultra lowers and handle bars” pretty much described what 
was being sought.  After contacting Dale, he not only has the original version specifically for Glides with lowers, 
but also a new version for Road Kings.  He asked if it would be possible to do the testing on both versions – 
hence pegleg’s participation with his ’06 Road King.  For the test on the Ultra version – using an ’11 Ultra 
Limited. 
 
Both versions of the UWB are designed to mount with one bolt for each side – replacing the bolts used for 
mounting the front of the tank.  The Ultra version is designed to rest on top of the lowers; with a rubber strip to 
protect both the lowers & the UWB; and have been shaped to not restrict access to the lower’s glove boxes, 
while still blocking the maximum amount of wind.  The Road King version does not rest on anything and; 
obviously, without lowers; doesn’t require the cut out for the glove box access.   
 
Now, first thought was ‘shake, rattle and roll’ – these things were going to bounce and rattle like mad.  Only 
one bolt holding them on… really?  Holding one in place by hand, let’s just say there was a lot of skepticism 
about both the stability and ability to do what’s claimed.  Pictures of both installations are included at the end. 
 
Here to tell you it’s flipping amazing how well these deflectors work.  On the Ultra, didn’t have to go further than 
1000 feet to notice the huge reduction in air turbulence around my head and specifically under my goggles and 
chin.  It was nearly still air.  Reaching toward the windshield, it was noted there was a shaft of air being 
directed straight up in front of the tank, along behind the windshield.  Virtually eliminates the turbulence (much 
the same principle behind the vent that exits right behind the windshield on the newer batwing fairings).  Also 
noted was some mitigation of the added turbulence experienced when riding (too close?) behind a large truck.  
Equal protection at all speeds – tested as high as 80 mph.  
 
Both versions are equally stable.  There was no rattling; in fact, the UWB didn’t move at all unless you move 
them.  Oh, was it mentioned, both versions are adjustable so the rider can determine how much air to let thru.  
While it is stated to not adjust the UWB while riding (keeping the lawyers happy you know), they are very easy 
to adjust as you ride.  This is accomplished utilizing a nylon insert nut that is installed snuggly enough to 
prevent the UWB from turning on its own, but allowing the rider to adjust by hand. 
 
Being an Ultra rider, when taking the Road King out, there is more air movement because of no lowers.  But 
the difference between having the UWB ‘open’ versus ‘closed’ was significant.  Since pegleg rides the RK all 
the time following are his comments. 
 
pegleg: “The difference is very noticeable.  Riding home, playing with open and closed, and it really helps with 
the amount of buffeting.  The next day, when the cross winds had subsided, it was an even better experience.  
After installing soft lowers on the engine guard, reducing that wind content, the difference between open and 
closed was noticeably greater.  While not looking forward to it, it will be interesting to see what the UWB does 
in rainy conditions.” 
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Reduced turbulence means a lot of positive things – less buffeting of your head, reducing fatigue; goggles and 
glasses will be bouncing around less, allowing them to be worn looser than might otherwise be required, 
increasing comfort; less wind means less wind-chill, can also mean less layers on or about your head; and, of 
course, less beard disarray. 
 
Installation is quipped on the website to take 5 minutes…  perhaps it was a bit longer, but not significantly – 
especially on the Road King where all is easily accessible and no ‘stop’ adjustment is required.  Both versions 
have a custom bracket that uses the tank mounting flange for stability.  There is a recess in the bracket that fits 
snuggly over the flange, as well as being bolted in place.  The ‘bolt’ used is actually a threaded rod with a pair 
of stop nuts to allow making tight the bolting of the mounting bracket (and, therefore, the tank), while allowing 
for the UWB to be mounted to the remaining exposed threads.  Each bracket has a ‘stop’ that goes against the 
metal hanger of the UWB polycarbonate panel to prevent the force of the wind as you are riding from twisting 
the UWB beyond the ‘closed’ position.  On the RK application, the stop is a fixed stud.  On the Ultra 
application, the stop is an adjustable eccentric shape to allow adjustment for slight variations in fairing and 
fairing wind-wing positioning.  The adjustability of the eccentric adds a small amount of time to the install 
process, but for good reason. 
 
In the case of this specific Ultra application, there was one additional step.  Won’t be an issue for most Ultra 
owners – only those that have the fork mounted tie-down brackets (HD# 93500006).  Because the tie-downs 
angle back off the fork, when approaching a ‘full lock’ turn, the tie-down begins to contact the plastic of the 
UWB, forcing it ‘open’.  This could be left as is, but the preference was to modify the plastic to allow the tie-
down clearance.  Fifteen minutes with the rotary tool fitted with a mini sanding drum and clearance was 
established.  The UWB works so well, worth the effort.  Specifics of the modification will be included so the few 
people this affects can make the modification themselves.   
 
Frankly, the appearance of the UWB takes some getting used to.  But, after experiencing the job they do, 
suddenly the looks just don’t matter.  On the Ultra, it’s less noticeable because of the fitment and the lowers.  
On the Road King, the UWB is more in the open.   
 
bogie’s Ultra will not be ridden without the Ultra Wind Blocker in place.  pegleg noted “If only desired early and 
late in the season, when it’s colder; or on long trips to reduce constant buffeting; the UWB can easily be 
removed by taking the nylon insert nut and spacers off, leaving the tank bracket and mounting stud in place.  
When wanted again, one nut each side and back in business.” 
 
If you’re looking to ease the turbulence behind your shield – well, the wind turbulence anyway - the Ultra Wind 
Blocker is more than highly recommended.  Their claim of “Stops at least 75% of the wind…” is an 
understatement.  On the Ultra, it felt more like 90%.  The Road King – 80% without the dogs; closer to 90% 
with the soft lowers. 
 
While not specifically tested in the rain, based on the air flow, it’s a safe bet the UWB will also help keep more 
of the rain off your face.  Nothing shy of a diving bell (or some full face helmets, for those so inclined) will keep 
your face completely dry, but this air flow pattern has to help. 
 
In addition to Ultras with lowers and Road Kings, the Ultra Wind Blocker can be configured to fit Electra Glide 
Classics and Street Glides without lowers.  Suggest calling to place your order to be specific about your bike 
model and configuration.  The proper combination of shaped polycarbonate panel and custom tank bolt 
mounting bracket can fit most Electra Glide and Road King touring models. 
 
Contact: Baker Built Air Wings, Inc., 11877 Walnut Grove Church Rd., Ohio City, OH 45874 

800-451-9464     info@bakerbuilt.com 
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Ultra application: 
 
Right shows the view from the riders standpoint (or is that  
sitpoint?)  The curved design of the UWB is standard. 
Note:  

- the tie-down bracket on the fork (the clearance  
modification is not visible in this view) 
 

- the shaping of the down panel around the glove box 
 
 
Closed position   
 
 
 
 
 
 
 
 
       Open position 
  

 
 

 
Detail shot of mounting bolt (after applying a black  
plastic cap), bracket and adjustable eccentric stop    

 
 
 
  

The arrows indicate the area of the modification for the tie-down brackets.  
The distance from the end of the UWB plastic panel to the start of the 
modification is 1-7/8”.  The plastic was removed to be even with the metal 
mounting bracket 
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Road King Application: 
 
 
 From the saddle 
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